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Each valve opening must be closed by
means of a solid metal plug with ta-
pered thread properly luted to prevent
leakages; valve protection cap must be
used and be at least 4.76 mm (0.187
inches) thick gas-tight, with 4.76 mm
(0.187 inches) faced seat for gasket and
with United States standard form
thread. Transportation in 3AL cyl-
inders is authorized only by highway or
rail. Each cylinder must be cleaned in
compliance with the requirements of
Federal Specification RR–C–901c, para-
graphs 3.7.2 and 3.8.2. Cleaning agents
equivalent to those specified in RR–C–
901b may be used; however, any clean-
ing agent must not be capable of react-
ing with oxygen. One cylinder selected
at random from a group of 200 or less
cleaned at the same time must be test-
ed for oil contamination in accordance
with Specification RR–C–901b para-
graph 4.4.2.3 and meet the standard of
cleanliness specified therein.

[Amdt. 173–224, 55 FR 52669, Dec. 21, 1990, as
amended at 57 FR 45464, Oct. 1, 1992]

§ 173.337 Nitric oxide.
Nitric oxide must be packed in Speci-

fication 3A1800, 3AA1800, 3E1800, or
3AL1800 cylinders charged to a pressure
of not more than 5,170 kPa (750 psi) at
21 °C (70 °F). Cylinders must be
equipped with a valve of stainless steel
and valve seat of material which will
not be deteriorated by contact with ni-
tric oxide or nitrogen dioxide. Cyl-
inders or valves may not be equipped
with pressure relief devices of any
type. Valve outlets must be sealed by a
solid threaded cap or plug and an inert
gasketing material. In addition—

(a) Specification 3E1800 cylinders
must be overpacked in strong wooden
boxes of such design as to protect
valves from injury or accidental func-
tioning under conditions incident to
transportation. Each overpack must
conform to § 173.25.

(b) Specification 3A, 3AA, and 3AL
cylinders must have their valves pro-
tected by metal caps or other equally
protective guards securely attached to
the cylinders and be of sufficient
strength to protect the valves from in-
jury during transit, or by overpacking
in strong wooden boxes of such design
as to protect valves from injury or ac-
cidental functioning under conditions

incident to transportation. Each over-
pack must conform to § 173.25. Trans-
portation in 3AL cylinders is author-
ized only by highway or rail.

(c) Each cylinder must be cleaned in
compliance with the requirements of
Federal Specification RR–C–901C, para-
graphs 3.7.2 and 3.8.2. Cleaning agents
equivalent to those specified in RR–C–
901C may be used; however, any clean-
ing agent must not be capable of react-
ing with oxygen. One cylinder selected
at random from a group of 200 or less
cleaned at the same time must be test-
ed for oil contamination in accordance
with Specification RR–C–901C para-
graph 4.4.2.3 and meet the standard of
cleanliness specified therein.

[Amdt. 173–224, 55 FR 52669, Dec. 21, 1990]

§ 173.338 Tungsten hexafluoride.

Tungsten hexafluoride must be
packed in specification 3A, 3AA, 3BN,
or 3E (§§ 178.36, 178.37, 178.39, 178.42 of
this subchapter) cylinders. Cylinders
must be equipped with a valve protec-
tion cap or be packed in a strong out-
side container complying with the pro-
visions of § 173.40. Outlets of any valves
must be capped or plugged. As an alter-
native, the cylinder opening may be
closed by the use of a metal plug. Spec-
ification 3E cylinders must be shipped
in an overpack that complies with the
provisions of § 173.40.

][Amdt. 173–224, 55 FR 52669, Dec. 21, 1990]

§ 173.340 Tear gas devices.

(a) Packagings for tear gas devices
must be approved prior to initial trans-
portation by the Associate Adminis-
trator for Hazardous Materials Safety.

(b) Tear gas devices may not be as-
sembled with, or packed in the same
packaging with, mechanically- or
manually-operated firing, igniting,
bursting, or other functioning elements
unless of a type and design which has
been approved by the Associate Admin-
istrator for Hazardous Materials Safe-
ty.

(c) Tear gas grenades, tear gas can-
dles, and similar devices must be pack-
aged in one of the following packagings
conforming to the requirements of part
178 of this subchapter at the Packing
Group II performance level:
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